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Batavus Mopeds are manufactured in Holland by the Batavus Intercycle
Corporation which has long enjoyed an excellent reputation for guality and
craftemanship throughout the world.,

To acquaint yourself with the outstanding features of the Batavus Mopeds we
recommend that you read this owner’s manual. The manual will give you
details as to care and operation and enable you to maintain your moped in the
best possible condition.

If you have any questions, please contact your local dealer who will be happy
1o assist you. We wish you many pleasant riding hours!

Batavus USA inc.

2546 N.E. Expressway
ATLANTA

Georgia 30345
Telephone (404) 325-1514
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TECHNICAL DATA BATAVUS VA and HS50

ENGINE
Type

Stroke
Bore

Cylinder capacity
Electric unit

EBreaker gap
lgnition

Rupture distance
Spark plug
Carburetor
Jetsize
(standard)
{after running in

20 mph version 26 mph version 30 mph version

Laura M48, aircooled, fuel lubricated 2 stroke with
reed valve induction directly into crank case

30 mm 38 mm 38 mm
40 mm 40 mm 40 mm
48 cc 48 cc 48 cc

Bosch flywheel magneto with lighting coils 8V-22/5/10W —
0.35-0.45 mm 0.35-0.45mm 0.35-0.45 mm
2.00-2.20 mm before  2.00-2.20 mm before 2,00-2.20 mm before
TDC TDC TDC
22-26 mm 22258 mm 22-26 mm
Bosch175T 1 Bosch175T 1 Bosch W240 T 1

Encarwi-Bing 523  Encarwi-Bing S8A Encarwi-Bing S 22/25

b2 54 53

period eventually} 50 &2 56



Fuel

Mixture proportion

FRAME

Type

Tank capacity
Tires

Tire pressure
Headlamp bulb

Tail-light bulb
Brakelight bulb

L0
20 mph version 25 mph version 30 mph version

— mixture of regular octane gas {not high octanel) and a good—
quality of corrosion resistant 2 strake oil SAE 40.

during running in period: 1 : 40 (2.5 perc.), thereafter 1 : 50 {2 perc.)

single tube frame -
BATAVUS VA: 85gal {3.51) HSS50 1.3gal (5.01) ——

Michelin 2 - 16" Michelin 2 - 16" Michelin 2 - 16™
frontwheel: 28 Ibs rear wheel: 34 |bs —

6Y - 21W B - 21W 6V - 21w

gY - BW 6V - BW 6V-5W

6Y - 10W 6Y - 10W 6V - 10W
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OPERATION OF BATAVUS VA — HS50

Operation of this moped is very simple, as yvou will see. With it's automatic clutch
system, starting off only means twisting the throttle towards you; to slow down you
only have to twist the throttle the other way. With the throttle backed off all the way,
the enging will idle, and the clutch will disengage autamatically. [t's just as simple as
thatl

STARTING

Fill the fuel tank with the mixture as stated on page 2. Dunng the first 500 miles
(running in period) the fuel-mixture should be 40 : 1, thereatter 50 : 1. Refer to the
information supplied an page 21 and 22 for fuel mixing,

Pull the engine kill switch on the handlgbar (see lll. 1} into position "RUN. Open the
fuel valve by turning its lever into position "ON".

As you will notice, the fuel cock also has a reserve position; should the engine stop,
due ta lack of fuel, just turn the lever 1o position "RESERVE",
Mow you will have enough fuel 1o reach the next gas station,




















































































